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Addendum for DVR1A1081 
 
This addendum must be used by the DVR1A1081 Installation Instructions 3122 165 2291x. 
 
 
Support of multiplexers in firmware version 1.00A  
 
On the DVR1A you can connect only one camera or multiple cameras via a multiplexer. 
The DVR1A is compatible with a number of multiplexers.  To use all features of the DVR1A in combination with a 
multiplexer the specified protocol of this multiplexer must be implemented in the DVR1A.  This protocol (for 
detection of the camera number) is required to make movie files on a compact flash card. For all the other DVR1A 
features the multiplexer protocol is not required. 
 
In version 1.00A software the following MULTIPLEXER models are tested and compatible with this release: 
- BOSCH    LTC2682/90 & LTC2642/50 representing Bosch LTC2600 range for PAL and NTSC 
- DM   SLDX16C, for PAL and NTSC 
- Robot    MV99P, for NTSC 
- Kalatel   CBR-16CDT, for PAL and NTSC  (see “Kalatel CBR-16CDT support” on next page) 
- Eazeo multiplexer  VS(S)8394/xxT, for PAL and NTSC 
 
 
Connection Eazeo Multiplexer 
 
 
1) Without Playback Detection 
 
For playback use menu on the  
Eazeo multiplexer to switch to 
playback view. 
 
 
 
 
 
 
 
 
 
 
 
 
2) With Playback Detection 
 
 
For automatic Playback Detection  
on the Eazeo multiplexer an extra 
coax cable connection is required  
between ”Mux main Monitor In”  
and ”Looping out”. 
 
Note: 
Video IN from the Eazeo 
multiplexer must be connected 
to ”Monitor Out” of the DVR. 
 



Advised maximum IPS range setting 
 
The following maximum IPS record settings are recommended: 

1) Single video stream we recommend to use the maximum IPS range of 50IPS for PAL and 60IPS for 
NTSC. 

2) Multiplexed video stream we strongly recommend to use the maximum IPS range of 25 IPS for PAL and 
30 IPS for NTSC.  
The reason for this is that the multiplexers we have tested (including the Bosch LTC2600 family) are not 
capable to offer 50 (PAL) or 60 (NTSC) different camera images per second on the recording output.  If 
the DVR1A is set to 50/60IPS it will record the same camera images a number of times, so that disk 
capacity is used in an inefficient way.  
 
 

Kalatel CBR-16CDT support 
 
For this multiplexer we have limited the maximum recording speed to 16 IPS for PAL and 20 IPS for NTSC in 
order to guarantee to record all images.  The reason for this is that in higher recording speeds we see that this 
multiplexer drops some images.  
 
 
Mechanical 
 
Weight       approx. 5.5 kg / 11.5 lbs 
Dimensions (WxHxD) 346 x 88 x 269 mm 
 13.6 x 3.5 x 10.5 inches 
 
Environmental 
 
Ambient temperature 
Operating  +0°C    … +40°C 
 +32°F . . . +104°F 
 
Approvals 
 
Safety 
Europe  EN60950 
USA  UL60950 UL & cUL listed 
Australia  C-Tick 
 
Electro Magnetic Compatibility (EMC) 
Europe  EN55022 Class B, EN50130-4 
USA  FCC part 15, class B 
Australia  AS/NZS 3548 
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